Compare Race Navigator models

Memory

Display

Cameras

Video Output

Sizes

Weight

Live Stream Compatibility
Live Telemetry Compatibility
GPS

0BD2 connection

CAN connection
Accelerometers

Yaw sensors
Installation time

WiFi connectivity
Bluetooth connectivity
Remote control

Data Analysis
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64GB SSD

Touch Screen, integrated

1x HD camera, mounted at the
device or remote installation.

HD video (no data overlay)

HxBxD 101 x 138 x 39 mm
480g

No

No

External 10Hz antenna

Optional via RN Plug
(Bluetooth)

No

20Hz

Yaw/Roll/Pitch

2-5 minutes

Yes

Yes

RN Connect app (iPad/iPhone)

RN Analyzer App (iPad)
RN Analyzer Software
(Windows)

RACE
NAVIGATOR

<KVYONE IPRO

From 64GB to 256GB SSD

Touch Screen, integrated

2x HD cameras, facing forward
and facing the cockpit, both
integrated. 1x Full HD external
camera as an option.

HD video with overlay,
Picture in picture video
with both camera angles,
Speed, G-Forces; (optional
0BD2 values)

HxBxD 105 x 151x 155 mm
810g

Yes

Yes

External 10Hz antenna

Optional via RN Plug
(Bluetooth) or
Cable-Adapter

Optional via CAN-Adapter
20Hz

Yaw/Roll/Pitch

2-5 minutes

Yes

Yes

RN Connect app (iPad/iPhone)

RN Analyzer App (iPad)
RN Analyzer Software
(Windows)

From 128GB or 256GB SSD

Touch Screen, fixed installation
or WiFi Touch Screen, remote
installation, both optional

Up to 4 cameras, remote
Installation. Optional cameras:
Full HD, HD, SD & HD Night
Vision.

Full HD video with overlay,
Picture in picture video

with all camera angles,
Speed, G-Forces and Track-
Map; (optional OBD2 values)

HxBxD 150 x 140 x 46 mm
570g (main unit only)

Yes

Yes

External 10Hz antenna

Optional via RN Plug
(Bluetooth) or
Cable-Adapter

Optional via CAN-Adapter
20Hz

Yaw/Roll/Pitch

2-60 minutes

Yes

Yes

RN Connect app (iPad/iPhone)

RN Analyzer App (iPad)
RN Analyzer Software
(Windows)
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